
CDE PCD Series Dual End Protection 
System for AC Filtering

Safely opens from busbar mount or 
standard flexible connections



PCD Series Dual End 
Protection System

Designed for AC input or output filtering of inverter 
systems, PCD Series is an all-new capacitor concept that 
provides dual open-circuit protection with two mounting 
options
• Patented dual-protection system has 

a mechanical pressure interrupter, 
designed to ensure a safe open-circuit 
mode in the event of overload or 
end-of-life

• High capacitance values with high 
ripple current ratings

• Self-healing for added reliability



PCD Series Dual-Protection
Polypropylene Film Capacitors

Dual protection raises the bar for 
mounting flexibility.

• Featuring a patented dual-
interrupting system that opens:
– upward with flexible cables
– downward with busbar

• Connects to solid busbar or flexible 
cables

• Upgrade for European type AC power 
film capacitors that typically use a 
downward interruption mechanism.

Patent US 9,911,533 B2
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PCD Series Key 
Performance Parameters

• Optimized for AC harmonic filtering on the input 
and output of inverter circuits

• Capacitance ranges from 20 to 
125µF at 240-600 Vac, 50/60Hz

• High rms current ratings for 
handling higher-ordered harmonics

• Meets UL810 10,000 AFC and RoHS
• Suitable for high-frequency applications
• Custom designs available



High Performance in a Variety of 
Power Electronics Applications

General applications include:
• Uninterruptable power supplies (UPS)
• AC Tuned filters (harmonic reduction)
• AC Input filtering
• Line conditioning
• Noise suppression
• Variable speed drives
• Wind turbine motoring
• Tested to 85 °C / 85%RH for 1000h

at Vr x 1.25



PCD Series Case Sizes and 
Lead Configurations

(Oil optional)



CDE PCD Series 
Specifications Summary



CDE PCD Series 85/85 THB-Rated 
Capacitor Summary

• Mounting via either busbar or 
flexible connections

• Tested to 85 °C / 85%RH for
1000h at Vr x 1.25

• 60,000+ hours load life with 
rated voltage applied

• Dry gel filled (oil filled available)
• Replacement for European style AC capacitors
• UL 810 10,000 AFC
• Self-Healing for reliability
• Ideal for inverter, UPS, and VFD filtering
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