RMR .

105°C
SUBMINIATURE
RADIAL LEAD
ALUMINUM
ELECTROLYTIC
CAPACITORS

SPECIFICATIONS

Capacitance Range:
0.47 Mfd. to 10,000 Mfd.

Voltage Range:
6.3WVDC to 450WVDC

Capacitance Tolerance:
+20% (M) Standard
+ 10% (K) Optional

Leakage Current:
<0.002 CV or 2uA min. (<100 WVDC)
<0.002 CV + 10pA min. (160 wvpC) | APPLICATIONS

Operating Temperature: ILC type RMR provides the highest capacitance volume density
—-40°C to +105°C available in a quality, top performance radial lead aluminum
electrolytic. Featuring a +105°C electrolyte and high gain
etched foil, type RMR provides the designer with excellent
specifications that offer substantial reserves for long life

Storage Temperature:
—-55°C to +105°C

Solvent Tolerant Seal: designs. When derated below +105°C, operating life may
Standard (<250 WVDC) surpass most components in the circuit. Small size, low leak-
age, and high temperature stability make RMR the cost effec-
SPECIAL ORDER OPTIONS tive choice for top quality designs and replacements.
¢ Epoxy End Seal
¢ Tape & Reel

®

Tape—Ammo (flat) pack
Polyester Sleeve

Cut Leads

Special Tolerances: + 10% (K)
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'E RM R 105°C Subminiature Radial Aluminum Electrolytic
PHYSICAL DIMENSIONS

PHYSICAL DIMENSIONS: DIAMETER (D) x LENGTH (L) (inches/mm)

WEM | g3 10 16 % 35 50 ) 80 100 160 250 350 450
MFD. (8 (13) (20) (32) (44) (63) (79) (100) (125) (200) (300) (400) (500)
1.0 > 197 x 433 »| 197x 433 > .394x 512 | .394x.630
50x11.0 50x11.0 10.0x13.0 | 10.0x16.0
22 > 197x.433 > 197 x .433 315x.551 | 394x 630 | .394x.787
5.0x11.0 5.0x11.0 ‘ 80x140 100x16.0 | 10.0x20.0
4.7 > .19?;:,433 197x 433 > 248 % .433 | 315x.551 | 394x 630 | 394x.787 | 512x.984
5.0x11.0 S.UX'I'IAVO . 6.3x11.0 8.0x14.0 | 100x16.0 10.0)(20.0 13.0x25.0
10 7 » .197x .433 | .248x.433 315x.453 | .394x.630 | .492x.787 | 512x.984 | .630x.984
50x11.0 6.3x11.0 ) 8.0x11.5 10.0x16.0 | 125x200 | 13.0x250 | 16.0x25.0
722 »| 197x.433 | .248x.433 | .248x.433 | .315x 453 > 394x 492 | 492x.787 | .492x.984 | 630x1.240 | .709x1.398
5.0x11.0 63x11.0 6.3x11.0 8.0x115 ) 10.0x125 | 12.5%x20.0 [ 125x250 | 16.0x315 | 18.0x355
47 > 197 x.433 248 x 433 315x%.435 | 394%.492 | .394x.630 | 394x.787 | 630x.984 | 630x1.240 | .709x 1575
50x11.0 6._3)( 1.0 80x115 10.0x'12.5 10.0x16.0 | 10.0x20.0 | 16.0x25.0 | 16.0x31.5 | 18.0x40.0
100 .248x 433 .315x.453 | .394x.492 | .394x.630 | .394x.787 > 492 x 787 ,630x1.3§8 709%1.575
6.3x11.0 8.0x115 100x125 | 10.0x16.0 | 10.0x20.0 : 125x20.0 | 16.0x35.5 | 18.0x40.0
220 315% 453 | .394%.492 | 394x.630 | .394x.787 | 492x.787 | 492x.787 | 512x 984 | 630x.984
80x115 100%x125 | 10.0x16.0 | 10.0%x20.0 | 125%x20.0 | 125x20.0 | 13.0x250 16.}0)(25.0
470 394x 492 | 394x.630 | 394x.787 | 492x.787 | 492x 984 | 630x.984 | 630x.984 |.630x1.398 |.709x1.398
10.0x125 | 10.0x16.0 | 10.0x20.0 | 125x20.0 | 125%x25.0 | 16.0x25.0 _15,0)(25.0 16.0)(135_5 !8.0)(35.5
1,000 394% 787 | 492x.787 | 492x 984 | 630x.984 | .630% 984 | 630x1.240 | 709x1.398
10.0)(_20.0 12.5x20.0 12.5!2750 16.0%x250 | 16.0x25.0 I_G.UX3'I.5 18.0x35.5
2,200 492 x 984 630x.984 |.630x1.398 |.709x 1.398
125x25.0 16.0x25.0 | 16.0x355 | 18.0x355 . -
4,700 630x1.240 | .630x 1.398 | .709x 1.398
16.0x31.5 | 16.0x355 ]8._0><35‘5 ) .
3 23 = 2
10,000 709x%1.575
18.0x40.0

NOTE: WV: Maximum rated DC working voltage @ +105°C.  SV: Maximum rated DC surge voltage at +105°C.
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